Window Diameter 1.0"

Linearity +-1.5%
Fully encapsulated.

CURRENT TRANSFORMERS

APPLICATION:
For AC Current To DC Voltage Conversion.

Rf: 1.0 @30C amb. 0.8 @ 55C amb.
INSULATION CLASS:

Model: CVDC1035SB & SH.

Indoor/outdoor applications. 0.6 kV. BIL 10kV. full wave. 50-400 Hz.
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CVDC1035SB-** CVDCI1035SH-**
CATALOG
SnmBER. | RATIO NUMBER RATIO
. . 5VDC OUTPUT 10VDC OUTPUT
Terminals are brass #%.50.5V | S0ASVDC | *%50.10V | SOATOVDC
No. 10-32 UNC. ¥*.60-5Y___| 60A:5VDC | **-60-10V___| 60A:10VDC
" : : **75.5V | 75A:5VDC | **75-10V___ | 75A:10VDC
Efc?;n ltllg.g 1%r2ascﬁt1§12.pnml’ ¥*80.5V___| 80A:5VDC | **-80-10V 80A:10VDC
¥%.100-5V__[100A:5VDC | **-100-10V__| 100A:10VDC
° Additional ratios available. *#%.120-5V__[120A:5VDC | **-120-10V 20A:T0VDC
o Approximate weight 0.5 Ib. +%.150.5V  |150A:5VDC | **.150-10V__ | 150A:10VDC
**_700-5V  [200A:5VDC | **.200-10V 200A:10VDC
CSA Optional. *%.250-5V_ [250A:5VDC | **-250-10V___ | 250A:10VDC
**_300-5V__|300A-5VDC | **-300-10V__ | 300A:10VDC

Made in the United States of America




